
OUTLET/HOMERUN CONNECTION SCHEDULE

ROOM OUTLETS/HOMERUNS ON
COMMON CIRCUIT CIRCUIT RATING ACTUAL CONNECTED

CIRCUIT

3R100

A,E 120V, 1-PHASE, 20A

B,G 120V, 1-PHASE, 20A

C,H 120V, 1-PHASE, 20A

D,I 120V, 1-PHASE, 20A

F,J 120V, 1-PHASE, 20A

P,Q,R,S 208V, 1-PHASE, 30A

K,N 120V, 1-PHASE, 20A

L,O 120V, 1-PHASE, 20A

M 120V, 1-PHASE, 20A

3R103

J,Z 120V, 1-PHASE, 20A

A,U 120V, 1-PHASE, 20A

B,V 120V, 1-PHASE, 20A

C,W 120V, 1-PHASE, 20A

AA,BB,CC 208V, 1-PHASE, 30A

D,X 120V, 1-PHASE, 20A

E,Y 120V, 1-PHASE, 20A

P,K 120V, 1-PHASE, 20A

L,Q 120V, 1-PHASE, 20A

M,R 120V, 1-PHASE, 20A

N,S 120V, 1-PHASE, 20A

O,T 120V, 1-PHASE, 20A

I 120V, 1-PHASE, 20A

H 120V, 1-PHASE, 20A

G 120V, 1-PHASE, 20A

F 120V, 1-PHASE, 20A

3R108

A,I 120V, 1-PHASE, 20A

B,J 120V, 1-PHASE, 20A

C,L 120V, 1-PHASE, 20A

D,M 120V, 1-PHASE, 20A

E,T 120V, 1-PHASE, 20A

F,U 120V, 1-PHASE, 20A

H,N 120V, 1-PHASE, 20A

K 120V, 1-PHASE, 20A

R,X,G 120V, 1-PHASE, 20A

V,W,Y,Z 208V, 1-PHASE, 30A

S 120V, 1-PHASE, 20A

O 120V, 1-PHASE, 20A

P 120V, 1-PHASE, 20A

Q 120V, 1-PHASE, 20A

3R111

C,G 120V, 1-PHASE, 20A

D,H 120V, 1-PHASE, 20A

E,I 120V, 1-PHASE, 20A

T,S,U 208V, 1-PHASE, 30A

F,J 120V, 1-PHASE, 20A

B,R 120V, 1-PHASE, 20A

A 120V, 1-PHASE, 20A

K,N,O 120V, 1-PHASE, 20A

L 120V, 1-PHASE, 20A

M 120V, 1-PHASE, 20A

P 120V, 1-PHASE, 20A

Q 120V, 1-PHASE, 20A

3R114

B,Q 120V, 1-PHASE, 20A

C,R 120V, 1-PHASE, 20A

Z,AA,BB 208V, 1-PHASE, 30A

D,S 120V, 1-PHASE, 20A

E,T 120V, 1-PHASE, 20A

U,V 120V, 1-PHASE, 20A

H,W 120V, 1-PHASE, 20A

P,X 120V, 1-PHASE, 20A

O,Y 120V, 1-PHASE, 20A

M,N 120V, 1-PHASE, 20A

A 120V, 1-PHASE, 20A

L 120V, 1-PHASE, 20A

K 120V, 1-PHASE, 20A

J 120V, 1-PHASE, 20A

I 120V, 1-PHASE, 20A

NOTES:

1. ROUTE OUTLET/HOMERUN WIRING TO WIREWAY IMMEDIATELY OUTSIDE ROOM INDICATED.

2. ROUTE CIRCUITS FROM PANELBOARDS TO WIREWAY IMMEDIATELY OUTSIDE ROOM INDICATED.

3. CONNECT OUTLET/HOMERUN WIRING TO PANELBOARD CIRCUITS AT WIREWAYS.

4. RECORD ACTUAL CIRCUIT NUMBERS IN BLANK COLUMN PROVIDED.

5. THE INTENT IS TO PROVIDE A MECHANISM WHERE THE OUTLETS AND HOMERUNS CAN BE
QUICKLY SEPARATED AT THE WIREWAYS AND CONNECTED TO SEPARATE CIRCUITS
FROM FUTURE PANELBOARD(S).


